FGom Crystal Filter
Series FCF-M5

Through Hole Crystal Filter UM-5

< Feature

e Low Insertion loss

o Excellent shock and vibration resistance

# ELECTRICAL SPECIFICATIONS

L Application

e Wireless communications

e Cellular

o Radio communications

lead-free

. Stop L
(MHz) (dB) Loss (dB) (dB) (ohms // pF) Poles (mm)
dB kHz dB kHz

21M7.5A 21.4 3 3.75 20 18 0.5 15 20 850//6 2 UM-1
21M7.5B 21.4 3 3.75 40 14 1 2 40 850//5 4 UM-1x 2

21M12A 21.4 3 6 20 25 0.5 15 20 1.2k//3 2 UM-1
21M128B 21.4 3 6 40 20 1 2 40 1.2k//2.5 4 UM-1x 2

21M15A 21.4 3 7.5 18 25 1 15 20 1.5k//2.5 2 UM-1
21M158B 21.4 3 7.5 40 25 1 2.5 40 1.5k//2 4 UM-1x 2

10M3A 10 6 1.5 18 14 0.5 4 - 1000 2 UM-1
28M118B 28.0125 3 11 60 55 1 2 60 1500 4 UM-5 x 2
38.8M15B 38.855 3 7.5 40 60 1 2 40 1500 4 UM-5 x 2
40M15B 40 3 7.5 45 25 1 4 40 1000 4 UM-5 x 2

45M12A 45 3 6 15 22 1 2 - 650//5 2 UM-1
45M12B 45 3 6 30 20 1 3 40 650//4 4 UM-1x 2

45M15A 45 3 7.5 15 25 1 2 - 650//2 2 UM-1
45M15B 45 3 7.5 30 25 1 3 40 650//2 4 UM-1x 2

1 Note : The table shows common spec. if you have special spec. requirement, please feel free to contact our salesperson.
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