
Characteristics Symbol Min. Typ. Max. Units Notes

fC 76.500 MHz

Insertion Loss IL dB

1 dB Bandwidth BW1 3.8/12.0 4.4/12.7 MHz

△ɑ 0.7/0.6

Operating Temperature Range TA -40 ℃

SAW FILTER

DIMENSION(mm)

Pin No. Description

2 Input/Output

6

1, 3, 5, 7

4, 8 Case Ground

Feature Application

ELECTRICAL SPECIFICATIONS

Series FSF-5050-76M5
8-SMD, No Lead 5.0x5.0 mm

RoHS and REACH Compliant , Pb-free

SDARS IF receiver chains
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Package: 5.0 x 5.0 mm, 1.5 mm max. height
Wide: 1 dB BW 12.0 min / 12.7 typ MHz
Narrow: 1 dB BW 3.8 min / 4.4 typ MHz

High-IF superheterodyne receivers
IF filtering after downconversion
with mixers and IF gain stages
Receiver filtering at 76.5 MHz

Center Frequency (nom.)

10.0/10.8 12.0

Amplitude Ripple (see notes) 1.1/1.3 dB p-p

+85

Interface impedance

Matching conditions

Contact FCom for the selected configuration.

Confirm termination and matching with FCom.

Order: Narrow / Wide
Ripple span about fC:
Narrow: ±1.9 MHz
Wide: ±6.0 MHz

Wide option to +105°C:
IL: 12.5 dB max.
Ripple: 1.4 dB p-p max.
Typical values and
bandwidths unchanged.

Input/Output

Ground

Reference values only. Contact FCom to confirm the selected configuration, test limits, port impedance and
matching conditions for the pin assignment shown. Typical values are not guaranteed limits.

For alternative pin configurations,
please contact FCom.
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